
LD PE

Butene = C4, 

Hexene = C6

Superhexene = SC6

Octene = C8

LLC4-010     1 melt 0.918, Adds or BF                

LLC4-020      2 melt 0.918, Adds or BF               

LLC4-200      20 melt 0.924, Pellets            

LLC4-200G   20 melt 0.924, Granular           

LLC4-500      50 melt 0.926, Pellets

LLC6-008      0.8 melt 0.925, Adds or BF          

LLC6-010      1 melt 0.918, Adds or BF           

LLC6-020      2 melt 0.918 Barefoot

LLC6-200      20 melt 0.924, Pellets

LLC6-500      50 melt 0.926, Pellets

LLSC6-007    0.9 melt 0.917, Barefoot

LLC8-010     1.0 Melt 0.918, Adds or BF
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HW50-001                                

HD47-20                                   

HD46-30                                  

HD55-30                                  

HD60-70                                  

HD45-006Z                             

HD52-700                                

HD60-80                                 

HD48-240 

HD54-05 HMW HDPE BM                              

GS-015   1.5 mfr Crystal PS

GS-025    2.5 mfr. Crystal PS

GS-080    8.0 mfr  Crystal PS

GS-140    14  mfr Crystal PS

 

HS-030:  3.0 mfr. 2.2 izod high impact PS                     

HS-035   3.0 mfr.  3.0 izod high impact PS.                         

HS-080   8.0 mfr.  2.4 izod high impact PS.              

HS-120   120 mfr. 1.7 izod high impact PS                         

 

HABS-745-ASTM                                 

ABS-750-ASTM                                

ABS-750SW                                      

ABS-775-ASTM

                          

PET-76: High flow 0.76 IV  food grade 

PET-80: Medium flow 0.80 IV food grade 

PET-84: Low flow 0.84 IV food grade 
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LD20-002       0.25 melt 0.920, BF or 0/AB

LD20-004       0.40 melt 0.922, BF or 0/AB

LD20-008       0.80 melt 0.922, BF or 0/AB

LD20-020       2.0 melt 0.929, Barefoot

LD20-020C     2.0 melt 0.922, clarity with adds

LD20-040       4.0 melt 0.922, medium Adds

LD20-050       5 melt 0.920, Coating

LD20-080       8 melt 0.920, Coating

 LD20-250      25 melt 0.923, Injection / Compounding
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GENUINELY PRIME

The information presented in this document was assembled from literature of the resin product producer(s). The information is believed to be accurate however Genesis Polymers (“Genesis”) makes no representations as to its accuracy
and assumes no obligation or liability for the information, including without limitation its content, any advice given, or the results obtained. GENESIS DISCLAIMS ALL WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING FITNESS FOR A
PARTICULAR PURPOSE. The  customer shall use its own independent skill and expertise in the evaluation of the resin. product to determine suitability for a particular application and accepts the results at its sole risk.

1-484-GENESIS (436-3747)    | Genesispolymers.com   |  Contact@GenesisPolymers.com

Certified Prime Private Label

tel:+14844363747
tel:+14844363747
tel:+14844363747
tel:+14844363747
mailto:Contact@GenesisPolymers.com

